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Rating: 5.0 
Price: 
Variant price modifier: 

Price with discount: 

Salesprice with discount: 

USD 849.00

Discount: 
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Manufacturer: Sony  
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Description 

 Product Highlights 

4K Ultra HD Video at 30 fps/20MP Stills
1" Exmor R CMOS Sensor
Bionz X Processor
Zeiss Vario Sonnar T* Lens
12x Optical Zoom & 24x Clear Image Zoom
Optical SteadyShot Image Stabilization
0.39" OLED EVF / 3.5" XtraFine LCD
High Speed 120 fps Recording
Records XAVC S, AVCHD, and MP4
Wi-Fi / NFC Connectivity

Camera
Sensor 1 x 1" Back-illuminated Exmor R CMOS Sensor
Processor BIONZ X
Color Filter System RGB
Pixel Gross Approx. 20.9 million pixels
Optics
Lens Type Carl Zeiss Vario Sonnar T*
35mm Equivalent Focal Length 29 to 348mm
Maximum Aperture 2.8 - 4.5
Aperture Blade 7 blades
Minimum Focus Distance Wide: 0.4" (1.0 cm)

Telephoto: 39.4" (100.0 cm)
Zoom Optical: 12x

Clear Zoom: 18x (4K), 24x (HD)
Digital: 160x

Filter Size 62 mm
ND Filters OFF, 1/4, 1/16, 1/64
Recording
System NTSC
Recording Media Memory Stick Pro Duo (Mark 2)

Memory Stick XC-HG Duo
SD/SDHC/SDXC: Class 4 or higher; class 10+ SDXC card required for
recording XAVC S, SDXC UHS-1 U3 or higher card required for 4K 100
Mb/s recording

Video Format UHD 4K
XAVC S
3840 x 2160p / 30 fps
3840 x 2160p / 24 fps

High Definition
XAVC S
1920 x 1080 / 60 fps
1920 x 1080 / 30 fps
1920 x 1080 / 24 fps
AVCHD
1920 x 1080p / 60 fps
1920 x 1080p / 24 fps
1920 x 1080i / 60 fps
1440 x 1080i / 60 fps

MP4
1280 x 720p / 30 fps

Aspect Ratio 16:9
4:3

Slow Motion 120 fps
Still Image Resolution Max Effective Resolution: 20 Megapixel

JPEG: 14.1 Megapixel, 5024 x 2824 (16:9)
JPEG: 15 Megapixel, 4464 x 3352 (4:3)

Microphone Built-in Zoom Microphone (stereo)
Audio Format MPEG-4 Linear PCM 2ch 48kHz/16bit (XAVC S 4K only)

Dolby Digital 2ch
Dolby Digital 5.1ch
Dolby Digital 5.1 Creator (AVCHD only)
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Dolby Stereo Creator (AVCHD only)
Microphone Level Control 31 steps
Display
Display Type LCD
Touchscreen Yes
Screen Size (Diagonal) 3.5"
Pixel Count 921,000
Aspect Ratio 16:9
Rotation Opening Angle: 90°

Turning Angle: 270°
Viewfinder
Screen Size (Diagonal) 0.39"
Features
Image Stabilization Optical SteadyShot with Active mode (Wide to Tele)
Shutter Speed Not specified by manufacturer
White Balance Modes Auto

Indoor
Kelvin temperature
Onepush
Outdoors

Creative Effects Yes
Built-in Mic Yes
Built-in Speaker Yes, monaural
Wi-Fi 802.11b/g/n
NFC Yes
Accessory Shoe 1x Multi Interface Shoe
Manual Controls Assignable dial:

Exposure
AE Shift
WB Temperature
WB B-A
WB G-M Set

Tripod Mount 1/4"
Input/Output Connectors
Inputs 1x 1/8" (3.5mm) Stereo Input (Jack)
Outputs 1x HDMI D (Micro)

1x Composite Video (out)
1x USB 2.0
1x Bravia Sync
1x 1/8" (3.5mm) Stereo Output (Jack)

Microphone Input Yes
Headphone Jack Yes
General
Languages Brazilian Portuguese

Canadian French
English
Spanish

Battery NP-FV70 Rechargeable Lithium-Ion Battery Pack
6.8-7.2 VDC
1960 mAh

Charging Method AC adapter
USB

Power Adapter 5.0 VDC
Dimensions 3.5 x 3.3 x 8.8" / 9.0 x 8.4 x 22.4 cm
Weight Approx. 32.3 oz / 915 g (with NP-FV70 battery)
Packaging Info
Package Weight 3.55 lb
Box Dimensions (LxWxH) 9.6 x 6.7 x 5.5"
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