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DJI Phantom 2 Quadcopter (Original Version, Refurbished)

  

 

Rating: 3.0 
Price: 
Variant price modifier: 

Price with discount: 

Salesprice with discount: 

USD 289.00

Discount: 

  

Ask a question about this product  

Manufacturer: Dji  
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Drone : DJI Phantom 2 Quadcopter (Original Version, Refurbished)
 

Description 

 Product Highlights 

• 6-channel, 2.4GHz Wi-Fi Transmitter
• Up to 3,280' Line-of-Sight Wi-Fi Range
• Up to 22 Minutes Flying Time
• Naza-M V2 Flight Control System
• GPS-Based Autopilot with Return to Home
• Intelligent Orientation Control (IOC)
• Supports Dual Flight Control Modes
• LED Indicators & Low Voltage Protection
• Self-Tightening Prop Design
• Requires Extended Landing Gear for H3-3D

Charger & Battery Parameters
Charger AC Input 100 - 240 V
Battery Type 11.1 V, 5200 mAh 3 S lithium-polymer (LiPo)
LED Indicator Four LEDs indicate remaining capacity / charge status
Handheld Transmitter TX Parameters
Working Frequency 2.4 GHz ISM
Communication Distance Up to 3,280' (1000 m) line-of-sight depending on conditions - This

Transmitter is FCC approved. Please check your local laws regarding
use outside the USA

Receive Sensitivity -93 dBm
Control Modes Mode 2
Transmitting Power Not specified by manufacturer
Power Source 4 x AA Batteries
General
Take-Off Weight < 3.1 lb (< 1400 g)
Max Yaw Angular Velocity 200°/s
Max Tilt Angle 35°
Max Ascent/Descent Speed 20.7 ft/s (6 m/s)
Max Flight Velocity 32.8 ft/s (10 m/s)
Dimensions Propeller Length: 9" (22.86 cm)

Diagonal: 13.8" (35 cm)
Weight Not specified by the manufacturer
Packaging Info
Package Weight 7.45 lb
Box Dimensions (LxWxH) 14.8 x 13.2 x 8.7"
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