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Mindray M9 Multipurpose Portable Ultrasound

  

 

Rating: 4.0 
Price: 
Variant price modifier: 

Price with discount: 

Salesprice with discount: 

USD 9,450.00

Discount: 

  

Ask a question about this product  

Manufacturer: Mindray  

 

Description 

Mindray M9 Multipurpose Portable Ultrasound

15.6” High Resolution LED Monitor, Single crystal transducer with 3T technology, EchoBoost cardiac image optimization, High Dyanmic Range Color Flow Doppler, UWN + contract imaging for
LVO, Quick 7 second start-up from standby, iWorks automated exam protocols with iNSert, Built-in ECG and respiration, Transesophegeal Echo, Measurement and Reporting Packages, TDI

and tissue tracking strain and strain rate cardiac analysis, Wifi network, VAcess easily connects to your workstation for patient reporting directly from system

Applications

Cardiology, Emergency Medicine, Endocrinology, Family Practice, Gastroenterology, Internal Medicine, Nephrology, Neurology, OB-GYN, Orthopedics, Otorhinolaryngology, Pain Management,

Surgery, Urology, Vascular

Probes

- C11-3s Micro-convex Array (3-11.2 MHz)

- C5-1s Convex Array (1.4-5.1 MHz)

- CW2s Non-imaging (2 MHz)
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- CW5s Non-imaging (5 MHz)

- L12-4s Linear Array (3-13 MHz)

- L14-6Ns Linear Array (3.5-16 MHz)

- P10-4s Phased Array (2.9-10.5 MHz)

- P7-3Ts Phased Array (1.9-8.2 MHz)

- SP5-1s Phased Array (1.1-4.4 MHz)

- V11-3Ws Endocavity (3-11.2 MHz)

Options

- DICOM 3.0

- Free Xros Anatomic M-mode

- lMT

- LVO Contrast

- Stress Echo

Accessories

- Carrying case

- Footswitch

- Mobile Cart
- Printer
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